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Operation elements and connectors

Start-Disply
External supply LED status light

beter for monitering power supply,
alignment of the photocell (¢l to @)

Faper Roller

Display that shows the running and
net time that corresponds with the
start number input on the finish
kevboard (8)

Display that shows the start number
input for finish

Info—display 4=40 aphanumeric

characters

Finish kevboard:

STOP ; manual stop impulse

CLEAR; clear false finish

BLOCK: blocks finish impulse for as
long as wou press it

INPUT: edit of finish times

ENTER: confirm input

0 to 9 numeric kevs to input start
numbers for the finish or
editing finish times

Function kesvboard:
YES: kev to confirm YES/MNO questions
NO  kew to deny YES/NO questions
PRINT. t?f switch the printer on and
o)
PRINT: Buffer mode on or off
+PHINT: Frint on or off
TEST: info—displaw7) shows the

desce test
M kewv to go up
kev to go down
* kew for special function

CLASS kew to make a classement

MEMO to activate the memo function
if more competitors reach the finish
at the same time

MENU press this kew first, followed by
ancther to activate a special
function: With <ALT>and <menuz
wol gof into the menu

art press this kew first, followed by

“another to activate a special
functionwith <ALT> and <FRINT>
vou toggle on or off

-3 -
2007-05-01 234 g2l

12 =tart kevboard:
START:

: manual start impulse

CLEAR; clear false start

BLOCK: blocks start impulse for as
long as wou press it

INPUT; edit of start times

ENTER: confirm input

0 to 9 numeric kevs to input start
numbers for the start or editing
start times

Connection for Extender and bulti
Channel (channel O to 9

Yolume for headset

Jack for headset

" DIM=jack mainly used to connect the

finish photocelllinputs ¢, c1,c2),
Connection of power supply is
possible, ldentical with DIN—jack{a)

DIM—=jack mainlv used to connect a
finish photocelllinputs ¢, 1, c2),
Connection of power supply is
possible, ldentical with DIN-jack{a"

DIM—jack mainlv used to connect a
intermediate photocelliinputs ¢3, o4,
c5), Connection of power supply is
possible,

Two identical DIM-jack with RS-232
and BS-485 interface

DIM—jack to connect a ALGE display
b oard

DIN-fack to connect a speaker(e.g,
show jumping)

M AOFF —switch

banana socket for all 10 channels, The
four jacks are common grounds for all
channels,

cll Start channel

c1 finish channel

cZ intermediate time 1

c3 intermediate time 2

cd intermediate time 3

175% £ 3%






