mm DISPLAY BOARD

Lap Counter D-LCC

The lap counter D-LCC is available in different versions with  For outdoor use, a robust aluminum housing was been developed
two or three digits, which are 150 or 250 mm high. One hasa  for the lap counters, in which the extra bright, red LEDs are easily
choice of models with one, two or three sides. The lap counteris  readable, evenindirectsunlight.

equipped with an integrated power-pack (battery and charger),

tripod, external operating consol and, if desired, a bell.

Operating Modes of the Lap Counter

Countdown Laps
The lap counter starts counting from a preset number of rounds
towards zero, and then returns to the preset value.

Count up Laps
The number is counted up with each round being added to the

BN N 3\ \

number.
L. max.
Model D'_g't Reading Nun_lb.er Number Bell
height | _. of Digits | of Faces
Distance
D-LCC2-15-1 15 75 2 1 no
D-LCC2-15-2 15 75 2 2 no Technical Data
D-LCC2-15-3 15 75 2 3 no * one-, two- or three-sided models available
D-LcC2-o5- 2> 125 2 ! L : :‘é";:&;hjfisietz digit numbers
D-LCC2-25-2 25 125 2 2 no . connections: =
D-LCC2-25-3 25 125 2 3 no «  Amphenol socket to connect controller
D-LCC3-15-1 15 75 3 1 no + banana socket for RS232 input
D-LCC3-15-2 15 75 3 2 no » power supply: internal battery
D-LCC3-15-3 15 75 3 3 no or network mains (100- 240 VAC)
D-LCC3-25-1 25 125 3 1 - * integrated power-pack (battery and charger)
e automatic power saving mode

DRNCC R 2> e S 2 no « fastening: 32 inch threai for tripod
D-LCC3-25-3 25 125 3 3 no * black aluminum case with red plexiglass front
D-LCCB2-15-1 15 75 2 1 yes « tripod for the lap counter
D-LCCB2-15-2 15 75 2 2 yes e operating temperature:-20 °C to +60 °C
D-LCCB2-15-3 15 75 2 3 yes « external button with 10 m cable
D-LCCB2-25-1 25 125 2 1 yes
D-LCCB2-25-2 25 125 2 2 yes
D-LCCB2-25-3 25 125 2 3 yes
D-LCCB2-15-1 15 75 3 1 yes
D-LCCB2-15-2 15 75 3 2 yes
D-LCCB2-15-3 15 75 3 2 yes
D-LCCB2-25-1 25 125 3 1 yes
D-LCCB2-25-2 | 25 125 3 2 ves 4—
D-LCCB2-25-3 25 125 3 3 yes

Example of the Order Code:
D-LCCB2-25-2

L humber of faces
figure height in cm
number of digits

B-lab counter with bell Lap Counter D-LCC2-15 Lap Counter D-LCC2-25
product name digit height: 15 cm digit height: 25 cm
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