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Important Information 
General 
Before using your ALGE-TIMING device read the complete manual carefully. It is part of the device and 
contains important information about installation, safety and its intended use. This manual cannot cover 
all conceivable applications. For further information or in case of problems that are mentioned not at all 
or not sufficiently detailed, please contact your ALGE-TIMING representative. You can find contact details 
on our homepage www.alge-timing.com 
Safety 
Apart from the information of this manual all general safety and accident prevention regulations of the 
legislator must be taken into account. 
The device must only be used by trained persons. The setting-up and installation must only be executed 
according to the manufacturer’s data. 
Intended Use 
The device must only be used for its intended applications. Technical modifications and any misuse are 
prohibited because of the risks involved! ALGE-TIMING is not liable for damages that are caused by im-
proper use or incorrect operation. 
Power supply 
The stated voltage on the type plate must correspond to voltage of the power source. Check all connec-
tions and plugs before usage. Damaged connection wires must be replaced immediately by an author-
ized electrician. The device must only be connected to an electric supply that has been installed by an 
electrician according to IEC 60364-1. Never touch the mains plug with wet hands! Never touch live parts! 
Cleaning 
Please clean the outside of the device only with a smooth cloth. Detergents can cause damage. Never 
submerge in water, never open or clean with wet cloth. The cleaning must not be carried out by hose or 
high-pressure (risk of short circuits or other damage). 
Liability Limitations 
All technical information, data and information for installation and operation correspond to the latest 
status at time of printing and are made in all conscience considering our past experience and knowledge. 
Information, pictures and description do not entitle to base any claims. The manufacturer is not liable 
for damage due to failure to observe the manual, improper use, incorrect repairs, technical modifications, 
use of unauthorized spare parts. Translations are made in all conscience. We assume no liability for 
translation mistakes, even if the translation is carried out by us or on our behalf. 
Disposal 
If a label is placed on the device showing a crossed out dustbin on wheels (see drawing), the 
European directive 2002/96/EG applies for this device. 
Please get informed about the applicable regulations for separate collection of electrical and 
electronical waste in your country and do not dispose of the old devices as household waste. 
Correct disposal of old equipment protects the environment and humans against negative con-
sequences! 
Copyright by ALGE-TIMING GmbH 
All rights reserved. Any duplication, either in full or in part, requires the prior written consent of the 
copyright holder. 

https://www.alge-timing.com/
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1 Hardware configuration 
The main hardware configuration is done by the Nova LCT Software. 

1.1 Nova LCT 
The Nova LCT software can be downloaded from the Novastar website. 
The full manual you can download from the Novastar website. 
 

1.1.1 Connection to the Nova controller 
The best option is to connect your PC via WLAN network. The identification of the network 
(SSID) and password you will find on a sticker of the Nova controller. 
 

1.1.2 Screen size and connection layout 
After installation of the Nova LCT software, you have to run the program with Administrator 
rights. 
Go to User->Media Player Login 

 
 
Your controller should be shown on the following list: Please be patient. This can take up to 
one minute. 

 
  

https://www.novastar.tech/downloads/
mailto:https://oss.novastar.tech/uploads/2020/07/NovaLCT-LED-Configuration-Tool-for-Multimedia-Player-User-Manual-V5.3.1.pdf
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To connect with the controller you have to enter the credentials. The user is “admin”. The 
password is on a sticker of the controller, starting with “SN”. 

 
 
Go to “Next”. 

 
 
On the tab “Screen Connection” the size and connection cabling can be changed: 
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2 Software settings 
The software settings can be done with the Nova LCT Software. 

2.1 Nova ViPlex Express software 
The Nova ViPlex Express software can be downloaded from the Novastar website. 
After installation of the Nova ViPlex Express software, you have to run the program with Ad-
ministrator rights. 

2.1.1 Video source 
Click to “Video source”, chose your controller. Then set the control mode to “HDMI pre-
ferred”. This means that if an HDMI signal is present, it is displayed. Otherwise the controller 
would show the offline solution. 

 
Close this window to return to the main screen. 

2.1.2 Brightness Adjustment 
Here you can set up the brightness of the display board. 

 

https://www.novastar.tech/downloads/
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If there is no light sensor connected, be sure that the value here is bigger than 0. Otherwise 
the display would only show black. 

 
 

2.1.3 Solutions 
Solutions are the offline content which the controller will show when there is no HDMI signal. 

 
 

2.1.4 Daytime 
If you want to show the daytime, it is recommend to set up the time synchronization. 
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Subject to changes and misprints 
 

ALGE-TIMING GmbH 
Rotkreuzstraße 39 
A-6890 Lustenau 

Austria 
Tel: +43-5577-85966 

Fax: +43-5577-85966-4 
office@alge-timing.com 
www.alge-timing.com 

mailto:office@alge-timing.com
https://www.alge-timing.com/
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